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Expanded polystyrene material

De porexpan

Model: A1

Material: Expanded polystyrene
Recommended height: 100-1000mm
Thickness: 100, 200mm

Minimum stroke width required: 10mm

Painted Color [ Color pintado
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Modelo:A1

Material: Forexpan

Altura recomendada; 100-1000mm
Grosor: 100, 200mm

Trazo minimo requerido; 10mm
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Milled in natural white PVC

I

I [ DA k- e ~¥i 1
Fresado en PVC blanco natural

Model: B1 Modelo: B1
Material: FVC Matenal; P
Recommended height: 50-1000mm Altura recomendada: 50-1
Thickness: 5, 10, 19mm Grosor: 5, 1

Minimum stroke width required: Smm Trazo minimeo requerido: Smi

QG

PAG. 32



Milled in PVC with vinyl or UV front

Fresado en PVC con frente vinilado o UV

Model: C1 Modelo: C1
Material: PVC, Vinyl Material: PVC, Vinilo
Recommended height: 50-1000mm Altura recomendada; 50-1000mm
Thickness: 5, 10, 19mm Grosor: 5, 10, 18mm

Minimum stroke width required: Smm Trazo minimo requeride; Smm
F{ainh‘tl Color / Color pintade
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Milled in PVC and painted

Fresado en PVC y pintado

Model: D1 Modelo: D1
Material: PVC Material: PVC

Recommended height: 50-1000mm Altura recomendada: 50-1000mm
Thickness: 5, 10, 19mm Grosor: 5, 10, 19mm

Minimum stroke width required: Smm Trazo minimo requerido: Smm

Painted Color / Color pintade
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Milled in 3mm acrylic

Model: E1

Material: Methacnyate

Recommended height: 30-1000mm
Thickness: 3mm

Minimum stroke width required: Smm

Methacrylate Colors
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Milled in 10mm acrylic

Fresado en metacrilato de 10mm

Model: F1 Modelo: F1
Material: Methacrylate Material: Metacrilato
Recommended height: 50-1000mm Altura recomendada: 50-1000mm
Thickness: 10mm Grosor: 10mm

Minimum stroke width required: S5mm Trazo minime requerido: Smm

Methacrylate Colors / Colores de Metacrilato
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Milled in 17mm acrylic

Fresado en metacrilato de 17mm

Model: G1 Modelo: G1
Material: Methacrylate Material: Metacnlato
Recommended height: 50-900mm Altura recomendada; 50-800mm
Thickness: 17mm Grosor: 17mm

Minimum stroke width required: Smm Trazo minimo requeride: 5mm

Methacrylate Colors / Colores de Metacrilato
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Milled in 3mm Dibond

Fresado en Dibond 3mm

Model: H1 Modelo: H1

Material: Dibond Material: Dibond

Recommended height: 50-1500mm Altura recomendada; 50-1500mm
Thickness: 3mm Grosor: 3mm

Minimum stroke width required: 5Smm Traze minime requeride: Smm

Dibond Color / Color de Dibond
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Flat stainless steel lettering in 2mm and 5mm thickness

Letra plana de acero inoxidable de 2 y 5mm

Model: 11 Modelo: 11

Material: Stainless steel Material: Acero inoxidable
Recommended height: 50-300mm Altura recomendada: 50-200mm
Thickness: 2, 5mm Grosor: Z, Smm

Minimum stroke width required: Smm Trazo minimo requerido: Smm

Finishes | Acabado
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Flat blackened stainless steel lettering in 2mm and 5mm thickness
Letra plana de acero inoxidable ennegrecido de 2 y 5mm

Model: J1 Modelo: J1
Material: Stainless steel Material: Acero inoxidable
Recommended height: 50-300mm Altura recomendada; 50-200mm
Thickness: 2, 5mm Grosor; 2, 5mm

Minimum stroke width required: Smm Trazo minimeo requerido: 5mm

Finishes [ Acabado
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Flat gold stainless steel lettering in 2mm and 5mm thickness

Letra plana de acero inoxidable dorado de 2 y Smm

Model: K1 Modelo: K1
Material: Stainless steel Material: Acero inoxidable
Recommended height: 50-300mm Altura recomendada: 50-200mm
Thickness: 2, 5mm Grosor: 2, Smm

Minimum stroke width required: Smm Trazo minime requerido: Smm

Finishes | Acabado

i
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Flat aged gold stainless steel lettering in 2mm and 5mm thickness
Letra plana de acero inoxidable dorado envejecido de 2 y Smm

Model: L1 Modelo: L1
Material: Stainless steel Material: Acero inoxidable
Recommended height: 50-300mm Altura recomendada; 50-200mm
Thickness: 2, 5mm Grosor; 2, 5mm

Minimum stroke width required: Smm Trazo minimeo requerido: 5mm

Finishes | Acabado
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Flat metal lettering in 2mm and 5mm thickness

Letra plana metalica de 2 y Smm

Model: M1

Material: Sheet metal / Aluminum
Recommended height: 50-1000mm
Thickness: 2, 5mm

Minimum stroke width required: Smm

Lacquered color / Color lacado
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Modelo: M

Matenial: Chapa de hierro [ Aluminio
Altura recomendada; 50-1000mm
Grosor: 2, 5mm

Trazo minimo requerido: S5mm
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Flat corten steel lettering in 2mm and 5mm thickness

Letra plana de acero cortéen de 2 y Smm

Model: N1 Modelo: N1

Material: Sheet metal Material: Chap:
Recommended height; 50-900mm Altura recomendada; 50-200n
Thickness: 2, 5mm Grosor: 2, Smm
Minimum stroke width required: Smm Traze minimo requerido: 5Smm

Lacquered Colors - Treatment / Color lacado - Tratamiento
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Solid metal 3D effect lettering

Corporeo metalico maci

Model: O1

Material: Aluminium

Recommended height: 60-300mm
Thickness: 15mm

Minimum stroke width required: Smm

Lacquered color / Color lacade
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Blind stainless steel lettering

Corporeo ciego de acero inoxidable

Model: P1 Modelo: P1

Material: Stainless steel Material: Ace

Recommended height: 100-900mm Altura recomendada; 10
Thickness: 20, 40, 60, 80, 100mm Tizon: 20, 40, 60, 80, 10
Minimum stroke width required: 15mm Trazo minimo requerido

Finishes | Acabado
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Blind blackened stainless steel lettering

Corporeo ciego de acero inoxidable ennegrecido

Model: Q1 Modelo: Q1
Material: Stainless steel Material: Acero inoxidable
Recommended height: 100-900mm Altura recomendada: 100-200mm
Thickness: 20, 40, 60, 80mm Tizdn: 20, 40, 60, 80mm
Minimum stroke width required: 15mm Trazo minime requerido: 15mm
Finishes | Acabado
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Blind gold stainless steel lettering

Corporeo ciego de acero inoxidable dorado

Model: R1 Modelo: R1 |

Material: Stainless steel Material: Acero inoxidable
Recommended height; 100-200mm Altura recomendada; 100-200mm
Thickness: 20, 40, 60, 80mm Tizén: 20, 40, 80, 8B0mm
Minimum stroke width required: 15mm Traze minime requeride: 15mm

Finishes / Acabado
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Bronze finished stainless steel lettering

Corporeo ciego de acero inoxidable acabado bronce

Model: S1 Modelo: S1

Material: Stainless steel Material: Acero inoxidable
Recommended height: 100-900mm Altura recomendada; 100-800mm
Thickness: 20, 40, 60, 80mm Tizén: 20, 40, 60, 80mm
Minimum stroke width required: 15mm Trazo minimo requeride: 15mm

Finishes / Acabado
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Blind metal lettering

Corporeo ciego metalico

Model: T1

Material: Sheet metal / Aluminum
Recommended height: 100-1500mm
Thickness: 20, 40, 60, 80, 100, 120mm
Minimum stroke width required: 15mm

Lacquered color / Color lacado

QG

Mﬂde_lo: T1

Material

Altura recomandada: 100-1

Grosor: 20, 40, 60, 80

Trazo minime requerido: 15mm
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Blind corten steel lettering

Corporeo ciego de acero cortén

Model: U1

Material: Sheet metal
Recommended height: 100-200mm

Thickness: 20, 40, 60, 80, 100, 120mm
Minimum stroke width required: 15mm

Modelo: U1

Material: Chapa de hierro
Altura recomendada; 100-200mm
Grosor: 20, 40, 60, 80, 10
Traze minimeo requerido: Smm

Lacquered Colors - Treatment / Color lacade - Tratamiento
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